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LTR /Conventional/Digital’ — Multi-Mode

* With UT-119H installed.

Basic LTR®/Conventional mixed
mode operation

The IC-F3063 series provides LTR®/con-
ventional mixed mode operation. Group,
selective (DTMF), and phone call are
available in LTR® mode.

IP54/55 Dust-protection and
splash, water jet resistance

The IC-F3063 series meets IP54/55 re-
quirements for dust-protection, splash and
water jet resistance. Its durable construc-
tion is backed up by the aluminum die-
cast chassis and polycarbonate casing,
allowing reliable operation under harsh
weather and environmental conditions.

Lithium-lon battery pack

Supplied 2000mAh Li-lon battery pack, BP-
232, provides 14 hours™ of operating time.
Icom’s rugged dual-rail guide securely
locks the battery to the radio. Optional bat-
tery case BP-240 provides a convenient
back up and great reassurance in an
emergency.

* Typical operation Tx:Rx:Stand-by=5:5:90,

power save on

Most popular signalings built-in
The IC-F3063 series has built-in 2-Tone,
5-Tone, CTCSS and DTCS signaling ca-
pabilities as standard for group communi-
cation or selective calling. Also, the
IC-F3063 series can decode ten 2-Tone
codes or eight 5-Tone codes on a chan-
nel. When a matched tone is received, the
following actions are programmable for

each code.
* Beep sound * Bell icon
* Auto TX » Answer back call
« Stun/kill radio » Scan

Wide frequency range and
large channel capacity

The IC-F3063 series covers a wide fre-
A IC-F3063T A IC-F4063S quency range in one version (VHF 136-174
MHz, UHF 400-470MHz or 450-520 MHz).
The 512 memory channel capacity with

VHF TRANSC EIVE RS UHF TRANSCEIVERS 128 zones allows you to divide and store a
IC— F3 0 63T I C_ F40 63T variety of flexible channel groupings.

Memory channel selection can be made
With 10-keypad With 10-keypad with a simple rotation of the rotary chan-

IC—F3063S [IC-FAO063S " o s s aso

Without 10-keypad Without 10-keypad programmable.
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VHF AND UHF TRANSCEIVERS  |C—=F3063T/S  IC-F4063T/S
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GENERAL

* Frequency range

RECEIVER

* Intermediate frequency :1st 46.35MHz

IC-F3063T/S 136-174MHz 2nd 450kHz
IC-F4063T/S 400-470MHz - Sensitivity : 0.254V typ. (at 12dB SINAD)
450-520MHz

+ Squelch sensitivity :0.25uV typ. (at threshold)

+ Adjacent channel selectivity : 75dB typ. (Wide)
68dB typ. (Narrow)

: 512 channels/128 zones
: 12.5kHz/25kHz, 15kHz/30kHz,

* Number of channels
+ Channel spacing

6.25kHz (option) + Spurious response : 70dB min.
* PLL channel step : 2.5kHz, 3.125kHz . Intermodulation - 740B typ.
+ Antenna impedance :50Q

* Hum and noise ratio 1 46dB typ. (Wide)

« Usable temperature range : —30°C to +60°C
+ Power supply requirement : 7.2V DC
+ Current drain (at 7.2V DC; approx.):

+ Audio output power

Transmit VHF/UHF
Receive stand-by
rated output

1.5A/1.8A (at 5W/5W)
95mA
600mA

40dB typ. (Narrow)

: 500mW typ.
(at 5% distortion with an 8Q load)

« External speaker connector: 9-pin multi connector/ 8Q

» Dimensions (with BP-232) : 53 (W) x136 (H) x38.5 (D) mm
(projections are not included)

* Weight (approx.) : 3409 (with BP-232)

TRANSMITTER

+ Output power : BW (VHF), 5W (UHF)

+ Max. frequency deviation : +5kHz (Wide)
+2.5kHz (Narrow)

:+1.0ppm
: 75dB typ.
: 80dB typ. (Wide), 70dB typ.(Narrow)

1 46dB typ. (Wide)
40dB typ. (Narrow)

+ Audio harmonic distortion : 3% typ. (AF 1kHz, 40% deviation)
* Modulation limiting

* Frequency error
q y (May differ according to version)

. . SUPPLIED ACCESSORIES
+ Spurious emissions

+ Adjacent channel power
* FM Hum and Noise

* VHF Antenna

» UHF Antenna
: 60—100% of max. deviation

+ External microphone connector :
9-pin multi connector/ 2.2kQ

- Battery pack, BP-232

All stated specifications are subject to change without notice or obligation.
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